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APPLICATIONS

FEATURES

APPLICATIONS

•  Conference Rooms

• Lecterns and Podiums

• Altars

•  Courtrooms

• Stages

FEATURES

•  Adds Bi-color LED inputs and switch output 

   capability provided on pigtail leads for status and   

   remote control or use with automatic mixers

•  Fits most “through the table” boundary 

   microphones

•  Unobtrusive, sleek low-profile design

•  Durable black anodized finish

•  Easy mounting in a variety of surface thicknesses

DESCRIPTION

The MM-CLCKAUD-BLK is an elegant, low profile

surface mount for most “Thru-table” boundary

type microphones. The MM-CLCK includes a 

bi-color LED and SPST Switch to add status and

muting/control functions to the microphone 

installation.

This attractive mount easily mounts into a 2”

diameter hole in 3/4” to 3” thick table surfaces

and can be installed in a table, wall, or ceiling

panel. The unit is black anodized finished to 

complement most decors. 

Microphone not included.

Shown  with ClockaudioTM C 003E-RF Microphone

Actual parts included

Specifications are subject to change without notice.

MADE IN
THE USA
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SIMILAR PRODUCTS:
FSR offers a variety of mini table boxes in many different styles and configurations.  

Please visit our document library or contact sales for individual spec sheets.

T3-MJ-1BT3-PC1SQ T3-AC2 T3-MJ-2B

1.44 BENEATH
BOTTOM SURFACE

OF TABLE

.75 MIN - 3.00 MAX
TABLE THICKNESS

2.19 DIA. BEZEL

2.00 DIA. HOLE
IN TABLE

TABLE

5.98 REF

STANDARD FEMALE
XLR CABLE

Microphone shown in drawing 
not included.

Patent Protected.
U.S. PATENT# 6,881,080

LD1

SW1

SW-TL2230

2

GRN
3

1
RED

R1
330 OHM

R2
330 OHM

H1    Green Wire
+5VDC Max.

H2     Red Wire

H3    Black Wire

H4     Brown Wire

T1 Bi-Color  Red/Green LED
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