
SYN-TOUCH10

Synergy Touch™ 10.1” All-In-One Capacitive
Touchpad with IP Control
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The SYN-TOUCH10 is a single-room IP control touchpad, compatible with our Synergy and Apollo conferencing solutions, as well as many other 3rd party
devices found within a presentation/meeting room. We did the heavy lifting by providing prebuilt templates for WyreStorm products. Create up to 4 different
layouts with multiple button arrangements and the ability to add virtually an endless number of devices! Every detail is up to you; split, arrange, and customize
each scene down to the button to fit your needs. Includes a wall mount bracket and tabletop stand.

• Setup and control all in-room IP devices with a streamline and intuitive setup wizard.
• Create up to 4 different layouts with multiple button arrangements and the ability to add virtually an endless number of devices.
• Ability to accept both ASCII and hexadecimal commands.
• PoE+ means only one cable is needed to both power the touchpad and send data, making installation quick and simple.
• Prebuilt templates for WyreStorm products provided.
• Standard VESA 75 tabletop stand and US, UK and EU compatible wall mount included.

Key Features

In the Box

Introduction

1x SYN-TOUCH10 Touchpad
1x Table top stand
1x Wall mount (US/UK/EU)
1x DC 12V Power Adapter (US/UK/EU/AU)

4x Expansion Screws
4x Mounting Screws
1x M3L8 hexagonal Screw
1x M3L8 Phillips head Screw

WyreStorm - Powerful. Reliable. Simple.
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System

CPU RK3288, Quad-core Cortex A17

RAM 2GB

Internal Memory 16GB

Operating System Android 8.1

Touch Screen 10-Point Capacitive touch

Display

Panel 10.1” LCD Panel

Resolution 1280x800

Display Mode Normally Black

Viewing Angle 85/85/85/85 (L/R/U/D)

Contrast Ratio 800

Luminance 250cd/m²

Aspect Ratio 16:10

Network

Wi-Fi 802.11b/g/n

Ethernet 100M/1000M Ethernet

Bluetooth Bluetooth 4.0

Interface

Card Slot SD Card

USB USB Host | USB for Serial/RS-232 format

Micro USB Micro USB OTG

RJ45 Ethernet interface (PoE function optional IEEE802.3at, POE+, Class 4, 25

Power Jack DC Power Input

Headphone 3.5mm Earphone and Microphone

Media Play

Video Format MPEG-1, MPEG-2, MPEG-4, H.265, H.264, VC-1, VP8, etc., Support up to 4K

Audio Format MP3/WMA/AAC etc.

Photo JPEG

Other

VESA 75x75mm

Speaker 2x2W

Microphone Yes

LED Light Bar LED Light Bar, RGB

Working Temp 0 - 40º

Language Multi-Language

Dimensions & Weight

Weight 0.7Kg
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