Table Boxes
US Patent US D553,306 S [

The T3-PC1D family of table boxes are perfect for single users,
where convenient access to network drops, AC power sources
and video/audio displays is required. The small footprint provides
an unobtrusive complement to any décor.

The T3-PC1D allows the user to connect their Laptop or PC to an
external video display and house sound system as well as “link up”
with network and phone lines. The T3-PC1D has an HDMI pass
through.

The keystone areas can be populated with a variety of connectors
including network, telephone, RCA or mini stereo audio, push but-
tons and much more to suit unlimited applications. Alternate style
snap in keystone connectors and blanks are available separately
for either model. Both models can be ordered with either an AC
power cord or short leads for installations that require AC hard-
wiring ("HW" models).

These stylish table boxes fit a 3%" round opening and are easily
installed using a standard hole saw.

Round and square covers are available in black, brass or aluminum
to blend with the decor.

The T3-PC1D includes:

1 AC Power outlet with 9’ Cord and plug (non HW models)

1 HD15 female to female Computer Video Connector

1 Stereo mini jack with 3-pin screw terminal plug

1 RJ-45 pass through connector (pre-mounted)

1 HDMI female to female pass through connector (pre-mounted)

The T3-PC1D-CP includes:

e 1 AC Power outlet with 9’ Cord and plug (non HW models)
e 1 HD15 male to HD15 male Computer Video cable 5’

e 1 Stereo mini jack male to Stereo mini jack male cable 5’

e 1 RJ-45 to RJ-45 CAT-5e (EIA/TIA568B) cables 9’

e 1 HDMI male to HDMI male cable 6'

The T3-PC1D can be installed in tables %” to 2%” thick. They are
shipped with 3” installation screws and the components listed above.

® Desks

e [ ecterns

e [ ab Tables

e Boardroom Tables
e Control Consoles
e Classrooms

WEEATURES

e Round or square covers
e Can be matched to nearly any décor with
Black, Aluminum or Custom Brass Top
e Fasy and flexible installation
3%” hole %” to 2" table thickness
e Can be easily configured to match customer needs
e Built to last CNC milled solid cover
Rugged 16 gauge-galvanized steel chassis
cable strain relief attach point
e No annoyance factor, cover opens 96° so it stays open
e Rubber grommets for quiet closure

LACCESSORIES

e CS-HD5BMF-2 is a 2-foot HD15 male to 5 BNC female
cable. FSR PN 15897

e CS-HDMMA-6 is a 6-foot combined cable having a HD15
male and male stereo mini plug on both ends.
FSR PN 15890

e CS-HDMM-6 is a 6-foot cable having an HD15 male on
both ends. FSR PN 15878
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LORDERING/NEORMATION i

T3-PC1D 3.5” HDMI Round Table Box w/ Square or Round Cover
17276 T3-PC1D-BLK HDMI INTERFACE 3.5" ROUND TABLE BOX - BLACK
17277 T3-PC1D-SQBLK HDMI INTERFACE 3.5" SQUARE TABLE BOX - BLACK
17278 T3-PC1D-ALU HDMI INTERFACE 3.5" ROUND TABLE BOX - ALUMINUM
17279 T3-PC1D-SQALU HDMI INTERFACE 3.5" SQUARE TABLE BOX - ALUMINUM
17280 T3-PC1D-BRS HDMI INTERFACE 3.5" SQUARE TABLE BOX - BRASS Supplied
17281 T3-PC1D-SQBRS HDMI INTERFACE 3.5" SQUARE TABLE BOX - BRASS with an
17421 T3-PC1DCP-BLK DIG-A/V-DATA 3.5" CABLE PULL ROUND TABLE BOX Accgfc‘;"ef
17422 T3-PC1DCP-ALM DIG-A/V-DATA 3.5" CABLE PULL ROUND TABLE BOX
17423 T3-PC1DCP-BRS DIG-A/V-DATA 3.5" CABLE PULL ROUND TABLE BOX
17424 T3-PC1DCP-SQBLK DIG-A/V-DATA 3.5"CABLE PULL SQUARE TABLE BOX
17425 T3-PC1DCP-SQALM DIG-A/V-DATA 3.5"CABLE PULL SQUARE TABLE BOX
17426 T3-PC1DCP-SQBRS DIG-A/V-DATA 3.5"CABLE PULL SQUARE TABLE BOX
17427 T3-PC1DHWCP-BLK DIG-A/V-DATA 3.5" CABLE PULL ROUND TABLE BOX
17428 T3-PC1DHWCP-ALM DIG-A/V-DATA 3.5" CABLE PULL ROUND TABLE BOX Mﬁ‘;ﬁgﬁﬁ
17429 T3-PC1DHWCP-BRS DIG-A/V-DATA 3.5" CABLE PULL ROUND TABLE BOX leads to
17430 T3-PC1DHWCP-SQBLK DIG-AV-DATA3.5"CABLE PULL SQUARE TABLE BOX hafgCW"'e
17431 T3-PC1DHWCP-SQALM DIG-AV-DATA3.5"CABLE PULL SQUARE TABLE BOX power
17432 T3-PC1DHWCP-SQBRS DIG-AV-DATA3.5"CABLE PULL SQUARE TABLE BOX
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