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1601 JACK MCKAY BLVD.  
ENNIS, TEXAS 75119  U.S.A.

WPVT & VPVT-4PB
Intercom Stations

WPVT-4S
25V Trans

15W

Term Color Watt

1 Wht Com

2 Red 2

3 Gry 4

4 Brn 8

5 Grn 15

Lead wires to switch

Model Number And Description Are As Follows:

The WPVT-1S is an 8Ω, 15W  

intercom station employing a 2 

point terminal strip for connecting 

to the 8Ω voice coil.

WPVT Series

The WPVT Series intercom stations employ a compression driver and weatherproof push button switch. A terminal strip is provided for connecting the 

compression driver. The push button switch has two (2) wire leads (Yellow). The following information identifies the connections to the respective models.

WPVT-6S

25V Trans

2W

Term Color Watt

1 Red Com

2 Blu 1

3 Wht 2

VPVT-4PB Series

The VPVT-4PB Series intercom station employs a terminal strip for field connections to the compression driver and includes a SPST momentary 

switch with wire leads. The following information identifies the connection procedure.

Wire lead for switch connection

VPVT-4PB
25V Trans

15W

Term Color Watt

1 Wht Com

2 Red 2

3 Gry 4

4 Brn 8

5 Grn 15


